
• Shot Blasting Equipment
• Paint Spraying Equipment
• Powder Coating Equipment
• Fixed Extraction Booths
• Mobile Dust Extraction
• Personal Protection

Equipment
• Shot Blasting Abrasives
• Spares and Consumables
• Plural Component Systems
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Complete Finishing Systems 

Tipton. UK. DY4 7TR 

 Tel. 01902 601 312 

info@sfeg.co.uk 

• Complete Finishing Plants
• Spray Booths
• Design engineers and CAD
• Industrial Ovens
• Conveyors
• Pre-treatment systems
• Powder Coating Booths and

equipment

Blast & Vac Heads DS-7-2 
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NORTHEAST BRANCH 

Hogg  Blasting &  
Finishing Equipment Ltd 

Washingto n. UK. NE37 1PR 

Tel. 0191 415 3030 

info@hoggblasting.com 

NORTHWEST BRANCH 

Abraclean Ltd  

and 

Jedtec Finishing Equipment 

Manchester. UK. M11 2QA 

 Tel: 0161 480 8087 
sales@sfeg.co.uk

 

 

 

 

  

Our Blast & Vac and Blast & Recovery systems can be used with any of our range of heads. 

Each head is connected to the blast hose and vacuum hose and the head contains the blast 
media and dust during the cleaning process. A circular brush or pair of brushes are fitted to the 
work head and this is held in contact with the work surface. The blast nozzle is contained within 
the head and is fitted with a centre tube to protect the blast head (except the 90deg head).  

All heads are fabricated from aluminium and can be rubber lined to give a longer life. 

Approximate Height from End of Brush to Nozzle Retainer are shown below for guidance. 

• Point 1

• Point 2

No 2 Head 

Compact head for use in tight spaces 

Height = 180 mm 

No 3 Head 

Standard most commonly used head 

Height = 320 mm 

90 Degree Angled Head 

For access to narrow spaces 

Height = 130 mm 

No 5 Head 

Larger head with wider blast pattern 

Height = 400 mm 

No 6 Head 

Largest head with flexible base and wheels 

Height = 560 mm 
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